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TECHNICAL DATA

Property Unit Value Test Method
Physical
Density g/cm³ 1.23 ISO 1183
Water absorption, 23° C / saturation % 10 ISO 62
Mechanical
Tensile stress at yield 50 mm/min       MPa 60 ISO 527
Tensile modulus 1 mm/min MPa 2300 ISO 527
Tensile elongation, yield % 6
                               break % 80
Flexural stress at yield 2 mm/min MPa 90 ISO 178
Flexural modulus, 2 mm/min MPa 2300 ISO 178
Impact
Izod Impact, unnotched 23 °C kJ/m² NB ISO 180/4U
Izod Impact, unnotched -30 °C kJ/m² NB ISO 180/4U
Izod Impact, notched 23 °C kJ/m² 10 ISO 180/4A
Izod Impact, notched -30 °C kJ/m² 10 ISO 180/4A
Gardner impact 20 °C J >40 SABIC Method
                          -40 °C J >40
Thermal
Vicat Softening Temperature, rate B/120 °C 145 ISO 306
HDT/Ae, 1.8 MPa edgew. 120*1*04*04/sp=100 °C 127 ISO 75 /Be
Thermal conductivity W/m°C 0.2 ISO 8302
Coeff. of Lin. Thermal expansion 1/°C 7.10-5 ASTM D696
Ball pressure test 125 ±2°C - Passes IEC 335-1
Mold shrinkage % 0.5-0.7
Optical
Light transmission, 3 mm % 89 ASTM-D1003


